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Full Concealed

A5500

Standard Features
• Full concealed, extra heavy duty
• 12 gauge 304 grade stainless steel material
• ⅛” inset
• For doors up to 2-¼” thick
• Welded hospital tip provided standard
• 48” door width maximum
• 900 lbs. door weight maximum
• Fasteners:  12-24 x ½” undercut machine 

screws, stainless steel 
• Lengths:  78-¾”, 83-⅛”, 85”, 95” and 118-¾”
• Finishes:  US32D Satin Stainless Steel or US32 

Bright Stainless Steel
• Fire Rating

doors, based on the following

• 20 minutes – wood doors

• 90 minutes – hollow metal and composite 

• 3 hours – hollow metal doors

Options Available 
• 

availability and details

A529

Standard Features
• Full concealed, heavy duty
• 
• Swing clear
• Door edge guard on stop side only
• 48” door width maximum
• 600 lbs. door weight maximum
• Fasteners: 10-24 x ⅞” undercut, self-drilling, 

thread-forming tek machine screws, stainless 
steel and #10 x 1-¼” undercut wood screws, 
stainless steel

• Lengths: 78-¾”, 83-⅛”, 85”, 95” and 118-¾”
• Finishes: US32D Satin Stainless Steel or US32 

Bright Stainless Steel
• Fire Rating

doors, based on the following

• 20 minutes – wood doors

• 90 minutes – hollow metal and composite 

• 3 hours – hollow metal doors

Options Available 
• 

availability and details

https://www.popularhardware.com/ABH-A5500-Stainless-Steel-Barrel-Continuous-Hinges-Full-Mortise-items.aspx

